I-L'V

PAYLOAD FLIGHT HAZARD REPORT a. NO: AMS-02-F07
b. PAYLOAD Alpha Magnetic Spectrometer-02 (AMS-02) c. PHASE: II
d. SUBSYSTEM: Electrical, Radiation e. HAZARD GROUP:  Radiation, Injury/Illness f. DATE: May 22, 2006
) i i ) i. HAZARD CATASTROPHIC X
¢ HAZARDTITLE:  Excessive Radiated Field Strengths: EMI, Magnetic
CATEGORY: CRITICAL

h. APPLICABLE SAFETY REQUIREMENTS: NSTS 1700.7B and ISS Addendum, paragraphs 200.2, 212.2

j. DESCRIPTION OF HAZARD:

The AMS-02 radiates energy fields by way of RF and magnetic fields that may have a hazardous

the Pistol Grip Tool) and other safety critical subsystems.

effect on Orbiter Systems, ISS systems and equipment (SSRMS, SPDM), Extravehicular Mobility
Unit (EMU), Russian Orlan Suit, Simplified Aid for EVA Rescue (SAFER), EVA tools (including

k. CAUSES

(list)

1. AMS-02 Radiates an Excessive Magnetic Field Strength
2. AMS-02 Radiates an Excessive Electromagnetic Radiation (RF) Field Strength
3. AMS-02 Changing Magnetic Fields induces currents in proximity systems

o. APPROVAL PAYLOAD ORGANIZATION

SSP/ISS

PHASE I

PHASE I

PHASE III
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PAYLOAD FLIGHT HAZARD REPORT a. NO: AMS-02-F07

b. PAYLOAD Alpha Magnetic Spectrometer-02 (AMS-02) c. PHASE: II

1. HAZARD CONTROL (CONTROL), m. SAFETY VERIFICATION METHODS (SVM), n. STATUS OF VERIFICATIONS (STATUS)

OPS
CONTROL

1. CAUSE: AMS-02 Radiates an Excessive Magnetic Field Strength

1.1 CONTROL: The AMS-02 Cryomagnet has been designed with multiple magnetic coils oriented to reduce the overall
magnetic field outside of the AMS-02 envelope as much as possible. The implementation of precision located racetrack and
dipole coils create a large magnetic field (0.86 Tesla/8600 gauss minimum) inside the bore of the Cryomagnet and a greatly
reduced field outside.

1.1.1 SVM: The actual magnetic field of the AMS-02 Cryomagnet will be measured and compared to analytic
model.

1.1.1 STATUS: Open.

1.2 CONTROL: The AMS-02 magnetic field profile does not exceed the maximum safe exposure limits for ISS subsystems
located within the proximity of the AMS-02 while the AMS-02 Cryomagnet is charged. TIA-310, attached to this hazard
report, provides a list of ISS subsystems and the field strength they will likely experience.

1.2.1 SVM: An analysis of the final, measured field strength.

1.2.2 SVM: Program Acceptance of magnetic field strength on ISS Systems.

1.2.1 STATUS: Open. Initial analysis of the predicted field strength has been completed and only requires

confirmation of measured field strength to confirm no impact to ISS systems. This is documented in TIA-310.

1.2.2 STATUS: Open. Initial assessment based on the analytic model has been accepted by the ISS Program by the
approval of TIA-310. Confirmation of analytic model with measured values will be reported as confirming this
assessment.

1.3 CONTROL: The AMS-02 will only charge the magnetic field or retain it’s intense field strength when it is berthed in
it’s ISS operational location at PAS Site on the S3 truss, upper inboard (PAS 2). Procedure will require that the magnetic
field be dissipated prior to any robotic operations removing it from the ISS. The magnet may be discharged through a
number of mechanisms, commanded discharge of stored current in a controlled ramp down through AMS-02 Dump Diodes
and a controlled quench. In the event that power from the ISS is lost and commanded control is absent the battery powered
watchdog timer will initiate a controlled ramp down of the Cryomagnet after 8 hours. A flight rule will be established to
assure that the magnet is discharged prior to any grappling by the SSRMS.
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PAYLOAD FLIGHT HAZARD REPORT

a. NO:

AMS-02-F07

b. PAYLOAD Alpha Magnetic Spectrometer-02 (AMS-02)

c. PHASE:

II

1.3.1 SVM: Functional demonstration of the ability to dissipate the magnetic field through the AMS-02

Cryomagnet Self Protecting System controlled ramp down.

1.3.2 SVM: Functional demonstration of the ability to dissipate the magnetic field by way of a controlled quench.

1.3.3 SVM: Functional testing of the AMS-02 Cryomagnet Self Protection System/Watch Dog Timer ability to
initiate a controlled ramp down in the event of loss of ISS power services.

1.3.4 SVM: Review of AMS-02 Operational Procedures
1.3.5 SVM: Review of Flight Rules.

1.3.1 STATUS:
1.3.2 STATUS:
1.3.3 STATUS:
1.3.4 STATUS:
1.3.5 STATUS:

Open
Open
Open
Open
Open

1.4 CONTROL: The AMS-02 Cryomagnet cannot be energized within the Shuttle Payload Bay (T>0) as the power
provided by the Orbiter can not be supplied to the magnetic field coils without an EVA exchange of cables.

1.4.1 SVM: Review of Design to confirm that APCU power feed cannot power the AMS-02 Cryomagnet charging

subsystem.

1.4.2 SVM: Inspection of Flight hardware to confirm EVA accessible cables are configured properly prior to flight.
1.4.1 STATUS:

1.4.2 STATUS:

Open.
Open.

1.5 CONTROL: The AMS-02 Cryomagnet may be energized through the Shuttle T-O power feed. There is no plan to
initiate charging of the AMS-02 cryogenic magnet while in the shuttle, prior to launch or after. AMS-02 systems will be
monitored prior to launch up to L-9 minutes or later to confirm that the AMS-02 Cryomagnet is operationally quiescent. If
ground monitoring indicates a charging Cryomagnet or a charged Cryomagnet during launch count down, a No Go will be
issued for launch. Once the multiple commands necessary to initiate a charge are issued the AMS-02 Cryomagnet requires
1.5 hours to charge. Monitoring of AMS-02 systems will be accomplished using 1553 and RS 422 communications

available through the T-0 Connection.
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PAYLOAD FLIGHT HAZARD REPORT a. NO: AMS-02-F07

b. PAYLOAD Alpha Magnetic Spectrometer-02 (AMS-02) c. PHASE:

II

1.5.1 SVM: Functional Testing of AMS-02 Cryomagnet charging to confirm Cryomagnet charge profile.

1.5.2 SVM: Confirm flight Go/No-Go Procedure/Launch Commit Criteria in place.

1.5.3 SVM: Functional testing of monitoring paths through T-0 lines.

1.5.4 SVM: Ground Operational Procedure and Standards for preflight check of AMS-02 Status for Go-No Go.
1.5.1 STATUS: Open

1.5.2 STATUS: Open

1.5.3 STATUS: Open

1.5.4 STATUS: Open

1.6 CONTROL: Worst case magnetic fields experienced during an uncontrolled quench will not exceed 175 gauss (1.75 x
107 Tesla) within the EVA translation path past the AMS-02 (including translations around the AMS-02 associate with
adjacent PAS locations). A quench event can produce the worst case magnetic field along the MT translation path for the
period of the quench. Nominal AMS-02 magnetic fields will generate the worst case fields (more compact and not
dispersed) for other AMS-02 EVA activities (if the magnet was operating). The US EMU, SAFER and PGT have been
tested to be compatible with a magnetic field of 600 gauss and have been assessed to be good for a field exposure of 300
gauss (a factor of 2 based on testing). The Russian Orlan suit has been qualified to be compatible with a magnetic field of
175 gauss and will require the AMS-02 magnetic field be dissipated prior to an EVA with the Orlan suit in the immediate
proximity to the AMS-02 (accessing the AMS-02, not translations past). The AMS-02 Cryomagnet will have its magnetic
fields dumped and power inhibited prior to any EVA procedure to be conducted on/with the AMS-02, a flight rule will be
used to assure this occurs. A keep out zone (warning) will be documented to restrict entry into excessive magnetic field
strength zones during non-AMS-02 EVA tasks.

1.6.1 SVM: Analytic assessment of uncontrolled quench magnetic field decay.

1.6.2 SVM: Magnetic field mapping of flight AMS-02.

1.6.3 SVM: Magnetic field compatibility testing/assessment for EMU, SAFER, PGT and EVA equipment.

1.6.4 SVM: Confirmation of Operational limits of Orlan suit, compatible with magnetic fields 175 gauss or less.
1.6.5 SVM: Keep Out Zones Assessment for EVA translation paths documented for AMS-02 Magnetic Fields.

1.6.6 SVM: Review of procedure to discharge the Cryomagnet prior to EVA involving proximity and direct EVA
operations with the AMS.
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PAYLOAD FLIGHT HAZARD REPORT a. NO: AMS-02-F07

b. PAYLOAD Alpha Magnetic Spectrometer-02 (AMS-02) c. PHASE: II

1.6.7 SVM: Review of ISS Flight Rules.

1.6.1 STATUS: Closed. Space Cryomagnetics Ltd Memo dated January 30, 2004, Titled "AMS Stray Field During
Unprotected Quench"

1.6.2 STATUS: Open

1.6.3 STATUS: Closed. “Extravehicular Mobility Unit (EMU) with 12 Volt Accessories and Tools Magnetic
Certification Test Report for the International Space Station/Orbiter Environments”, EMU 1 — 13-054, Contract
NAS 9-97150, including Field Engineering Memo, FEM-0032 dated 8/4/2000.

1.6.4 STATUS: Open
1.6.5 STATUS: Open
1.6.6 STATUS: Open
1.6.7 STATUS: Open

1.7 CONTROL: While on the SSRMS the Cryomagnet cannot be charged. Both AMS-02 power feeds are available while
on the SSRMS, however the primary power feed the SSRMS is providing can not charge the magnet. The SSRMS would
have to be powering the off nominal power supply to the AMS-02 to have any possibility of charging the magnet. While
power can be made available to the charging circuit, the Cryomagnet must be commanded to charge and the limited power
through the SSRMS must be made available, nominal power is consumed by the thermal protection and monitoring

systems. The lack of a 1553 bus connection (as well as RS 422 and fiber optic links, the AMS-02 terminates the Power
Video Grapple Fixture 1553 lines and does not connect them to the AMS-02 system) while on the SSRMS precludes a
command path and also shuts down (through the CPU) the ability of the J crate to communication with other systems. With
the J-Crate waiting for exterior communications the Cryomagnet Avionics Box (CAB) is off and will not be commanded
on, inhibiting the command and power paths to the Cryomagnet. The charging process for the superconducting magnet is
operationally complex and there are no stored commands on the AMS-02 computer within the J-Crate that can direct AMS-
02 wakeup and magnet charging operations.

1.7.1 SVM: Review of design.
1.7.2 SVM: Functional Testing of AMS-02 Avionics.

1.7.3 SVM: Testing of J-Crate and CAB to confirm that lack of communication path connections inhibits crate
function.
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PAYLOAD FLIGHT HAZARD REPORT a. NO: AMS-02-F07

b. PAYLOAD Alpha Magnetic Spectrometer-02 (AMS-02) c. PHASE:

II

1.7.4 SVM: Review of Robotic Handling Procedures to assure that primary power is nominally used.
1.7.1 STATUS: Open
1.7.2 STATUS: Open
1.7.3 STATUS: Open
1.7.4 STATUS: Open

1.8 CONTROL: The AMS-02 has three levels of control to preclude introduction of greater than 459A into the coils, and
hence a more powerful magnetic field. The first is located in the AMS-02 software to preclude operational commands to

raise the value above a maximum of 459A . The second exists in the FPGA that establishes a current limit also to 4597A.

The third barrier is-in-the-conditioningeireuitsthat ereates implemented in a majority voting system-system with three

conditioning circuits in parallel that keeps the current limited to 455.5 + 3.5A.

1.8.1 SVM: Functional testing of software control.

1.8.2 SVM: Functional testing of FPGA logic array.

1.8.3 SVM: Functional testing of majority voting system.
1.8.4 SVM: Functional testing of AMS-02 charging system.
1.8.1 STATUS: Open

1.8.2 STATUS: Open

1.8.3 STATUS: Open

1.8.4 STATUS: Open

1.9 CONTROL: When discharged, the AMS-02 Cryomagnet will retain a residual field that will be less than 10 gauss
(0.0010 Tesla.)

1.9.1 SVM: Residual Magnetic Field Assessment of AMS-02
1.9.1 STATUS: Open

2. CAUSE: AMS-02 Radiates an Excessive Electromagnetic Radiation (RF) Field Strength

2.1 CONTROL: AMS-02 has been designed such that conducted and emitted electromagnetic fields remain within the
allowable levels for the Shuttle and the ISS.
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PAYLOAD FLIGHT HAZARD REPORT a. NO: AMS-02-F07

b. PAYLOAD Alpha Magnetic Spectrometer-02 (AMS-02) c. PHASE:

II

2.1.1 SVM: The AMS-02 will be tested as a unit at ESTEC for excessive RF energy.
2.1.2 SVM: Acceptance of EMI Testing Results by NASA EMEP.

2.1.1 STATUS: Open.

2.1.2 STATUS: Open.

3. CAUSE: AMS-02 Changing Magnetic Fields induces currents in proximity systems

3.1 CONTROL: The AMS-02 Cryomagnet can not be energized within the Shuttle Payload Bay (T>0) as the power
provided by the Orbiter can not be supplied to the magnetic field coils without an EVA exchange of cables.

3.1.1 SVM: Review of Design to confirm that APCU power feed cannot power the AMS-02 Cryomagnet charging
subsystem.

3.1.2 SVM: Inspection of Flight hardware to confirm EVA accessible cables are configured properly prior to flight.

3.1.1 STATUS: Open.
3.1.2 STATUS: Open.

3.2 CONTROL: The AMS-02 Cryomagnet is capable of being energized through the Shuttle T-0 power feed. AMS-02
systems will be monitored prior to launch up to L-9 minutes to confirm that the AMS-02 Cryomagnet is operationally

quiescent. If ground monitoring indicates a charging Cryomagnet or a charged Cryomagnet during launch count down, a
No-Go will be issued for launch. Under commanded automated charging the AMS-02 Cryomagnet requires 1.5 hours to

charge. Monitoring of AMS-02 systems will be accomplished using Mil-Std-1553 and RS 422 communications available
through the T-0 Connection.

3.2.1 SVM: Functional Testing of AMS-02 Cryomagnet charging to confirm charging time profile.

3.2.2 SVM: Confirm flight Go/No-Go Procedure/Launch Commit Criteria in place.

3.2.3 SVM: Functional testing of monitoring paths through T-0 lines.

3.2.4 SVM: Ground Operational Procedure and Standards for preflight check of AMS-02 Status for Go-No Go.
3.2.1 STATUS: Open

3.2.2 STATUS: Open

3.2.3 STATUS: Open

3.2.4 STATUS: Open
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PAYLOAD FLIGHT HAZARD REPORT a. NO: AMS-02-F07

b. PAYLOAD Alpha Magnetic Spectrometer-02 (AMS-02) c. PHASE:

II

3.3 CONTROL: The AMS-02 will not be returned to the Shuttle without dispersing the magnetic field prior to robotic
handling.

3.3.1 SVM: Review of procedures.
3.3.1 STATUS: Open

3.4 CONTROL: Charging and quenching of the AMS-02 Cryomagnet will not induce adverse currents in any closed
loop/eddy current susceptible structure in proximity of the Cryomagnet. Note: Effects of induced currents can manifest as
electrical transients or structural loads.

3.4.1 SVM: Analysis of magnetic field strength and time rate change to induce currents.

3.4.1 STATUS: Open

NOTES:
1 Tesla = 10,000 gauss
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ACRONYMS

°C — degrees Centigrade (Celsius)

MHz — Mega Hertz

2
amp-m”~ — Amperes per square meter

GHz - Giga Hertz

AMS-02 — Alpha Magnetic Spectrometer - 02

kHz — kilo Hertz

Hz — Hertz

CAB - Cryomagnet Avionics Box

SW, S/W — Software

CMG - Control Moment Gyroscope

FPGA - Field Programmable Gate Array

CO, — Carbon Dioxide

CPU - Central Processing Unit

GSE — Ground Support Equipment

HW, H/W — Hardware

He — Helium

WCA -

MDP — Maximum Design Pressure

A — Ampere

MLI — Multilayer insulation

mT — milli Tesla

MM - (CMG) Momentum Manager

mWDb — milli Weber

EMC - Electromagnetic Compatibility

mV — milli Volts

EMI - Electromagnetic Interference

Imax — I (current) maximum

RF — Radiofrequency

CCS -

SPDM - Special Purpose Dexterous Manipulator

mm — millimeter

EVA — Extravehicular Activity

psi — Pounds per square inch

SAFER - Simplified Aid for EVA Rescue

SFHe — Superfluid Helium

EMU - Extravehicular Mobility Unit

SRMS - Shuttle Remote Manipulator Mechanism

PAS - Payload Attach Site (ISS Side of interface)

STP — Standard Temperature and Pressure

APCU - Auxillary Power Control Unit

SVM - Safety Verification Method
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ACRONYMS

PGT - Pistol Grip Tool

TRD — Transition Radiation Detector

MT — Mobile Transporter

TTCS — Tracker Thermal Control System

SSRMS — Space Station Remote Manipulator Mechanism

USS-02 — Unique Support Structure 02

DC — Direct Current

Xe — Xenon
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Electromagnetic Testing

Box Level - SSP 30237
CEO1 |Conducted Emissions DC power, lo freq, 30 Hz to 15 kHz DC leads which obtain power from or provide power to other equipment, distribution panels, or
’ ? ’ subsystems.
CEO03 |Conducted Emissions DC power. 15 kHz to 50 MHz DC leads which obtain power from or provide power to other equipment, distribution panels, or
P ’ ’ subsystems.
CEO7 |Conducted Emissions DC power leads, spikes, time domain. |DC power leads.
CS01 |Conducted Susceptibility |DC power leads, 30 Hz to 50 kHz. Equipment and systems using DC power.
CS02 |Conducted Susceptibility |DC power leads, 50 kHz to 50 MHz Equipment and subsystem DC power leads, including power returns that are not grounded
P p ’ ’ internally to the equipment or subsystem.
CS06 |Conducted Suscentibility |Spikes. power leads Equipment and subsystem DC power leads, including grounds and returns that are not grounded
P Y oP P ’ internally to the equipment or subsystem.
Radiated emissions from equipment and subsystems, cables (including control, pulse,
. o Electric field, 14 kHz to 10 GH: intermediate frequency, power and antenna transmission lines) and interconnecting wiring of the
REO2 |Radiated Emissions ! g g test sample; for narrowband missions, it applies at the fundamental frequencies and all spurious
(narrowband), 13.5 -15.5 GHz
. : ’ emissions including harmonics, but does not apply for radiation from antennas. This requirement
is applicable for narrowband emissions from 14 kHz to 10 GHz and 13.5 -15.5 GHz.
RS02 [Radiated Susceptibility | Magnetic induction field All equipment and subsystems. These susceptibility signals are electromagnetically coupled into
P &n the equipment or subsystem wiring.
All equipment and subsystems between 14 kHz and 20 GHz. Above 10 GHz, this requirement
applies only at specific frequencies and amplitudes known to be present at the Space Station.
RSO3 |Radiated Susceptibility  |Electric field, 14 kHz to 20 GHz. Below 10 GHz, this requirement shall be increased only at specific frequencies and amplitudes

known to be present at the International Space Station (ISS). Module shielding effectiveness can
be used to limit the levels applied.
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Electromagnetic Testing Continued

Box Level - SL-E-0002, Book 3

CE102

Conducted Emissions

Power leads, 10 kHz to 10 MHz

All power leads, including returns, that obtain power from primary sources.

CS101

Conducted Susceptibility

Power leads, 30 Hz to 150 kHz

CS106

Conducted Susceptibility

Power line switching transients

CS114

Conducted Susceptibility

Bulk cable injection, 10 kHz to 200 MHz

CS116

Conducted Susceptibility

Damped sinusoidal transients, cables and
power leads, 10 kHz to 10 MHz

RE102

Radiated Emissions

Electric field, 150 kHz to 18 GHz

RS103

Radiated Susceptibility

Electric field, 30 MHz to 18 GHz

TT101

Conducted Emissions,
Time Domain

DC power leads, transient and steady state
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MAGIK 35 Gauss Skin

MAGIK 10 Gauss Skin

AMS-02 Magnetic Field
Represented in Magik
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RJMC 1

— RJMC 2
S1 H Handle 1

AMS-02 Magnetic Field
Represented in Magik — ISS
Systems Encroachment
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MAGIK. 35 Gauss Skin

AMS-02 Magnetic Field
Represented in Magik — 6
Gauss Box

MAGIK 6 Gauss Skin

EMEP TIA #0310
6 Gauss Box
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JSC 49978

ISS Electromagnetic Effects Panel
Tailoring/Interpretation Agreement

SUBMITTAL DATE AGREEMENT NO. REV. FLIGHT #(s)
8/22/00 EMEP TIA #0310 h UF-4 + 3 years PAGE 1 of 3
SYSTEM ORIGINATOR and PHONE NO. ORGANIZATION / CONTRACTOR
Superconducting Magnet Jim Bates (281) 483-0657 Alpha Magnetic Spectrometer (AMS)
Mission Manager/NASA/SF
END ITEM/CONFIG. ID NO. PART NUMBER(s) DESCRIPTION ASSEMBLY(s)
NA See RATIONALE below.
SPECIFICATION NUMBER SPEC. PARAGRAPH NO. MANUFACTURER CRITICALITY
SSP 30237 D.5 ETH, Zurich

ISSUE DESCRIPTION: (use continuation pages if required)
The AMS magnetic field strength violates the following ISS requirement from SSP 30237:

D.5 Direct Current (DC) Magnetic Fields
The generated DC magnetic fields shall not exceed 170 dB above 1 picotesla (3.16 gauss) at a distance of 7 cm from the surface of
the equipment. This applies to electromagnetic and permanent magnetic devices.

A similar requirement is stated in SSP 57003, Attached Payload Interface Requirements Document, para. 3.2.2.4.7.

The Alpha Magnetic Spectrometer (AMS) payload has a super-fluid helium superconducting magnet and will be attached to the S3
truss inboard zenith Payload Attach System (PAS) site. The AMS will launch on UF-4 and will remain on-orbit approximately 3 years.
The magnetic field strength is approximately 8600 gauss at its centroid, however, diminishes rather quickly. The magnetic field is
non-spherical (~ hour-glass shaped), and a detailed map has been delivered to OZ. The magnetic maximum field strength at the
magnet’s vacuum case outer surface is approximately 2000 gauss.

TAILORING /INTERPRETATION AGREEMENT: (use continuation pages if required)

The Alpha Magnetic Spectrometer (AMS) payload is allowed to exceed the SSP 30237, paragraph D.5 of 170 dB above 1 picotesla
(3.16 gauss) at a distance of 7 cm from the surface of the equipment with a level as defined by the magnetic field map delivered to OZ
in October, 1999. The magnetic maximum field strength at the magnet’s vacuum case outer surface is approximately 2000 gauss.
Although the Truss will be almost completed by the time AMS is launched, AMS will have to accept shutdown of operations in the event
unevaluated Criticality 1 H/W is brought into the generated magnetic field. In the event that shutdown of the AMS is considered
undesirable then AMS will have to fund the necessary work to qualify the equipment in question to operate in the generated
environment.

RATIONALE: (use continuation pages if required)

Preliminary analysis data identifying ISS components in the vicinity of AMS that may be adversely affected by the AMS magnetic field
have been provided. Susceptible ISS components in the vicinity of AMS include: 1F70141-1 (UMA), 1F70147-1 (CLA), 10033194-501
(External TV Camera), and A0O5A0298-1 (Video Luminaire Assy). In addition, the SSRMS and SPDM robotic systems, as well as the
Russian orlon EVA suits should be evaluated for magnetic field susceptibility limits. (EMU, SAFER, PGT, and sub-assemblies
performance were recently tested at NASA JSC for magnetic field susceptibility limits and test results are available for EME Board
review.)

Magnetic susceptibility testing and/or analysis of the above components should be performed to validate their performance
limits. (Continued)

AGREEMENT DISPOSITION
PRIME EME NASA EME DATE APPROVE WITHDRAW REJECT
K. Rice M. McCollum 10/24/01 Approved

Concurrence Need Date:

COMMENTS: (use continuation pages if required)

9/5/00 Deferred for analysis of effects of Magnetic Field
1/9/01 Analysis to be completed by cob 1/12/01
1/23/01 Analysis delayed until 2/6/01

2/20/01 Deferred until 3/6/01 EMEP

3/6/01 Deferred until review of test results

10/24/01 Approved Out of Board
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JSC 49978

ISS Electromagnetic Effects Panel

Tailoring/Interpretation Agreement Continuation Page
SUBMITTAL DATE AGREEMENT NO. REV. FLIGHT #(s)
8/22/00 EMEP TIA #0310 h UF-4 + 3 years PAGE 2 of 3
SYSTEM ORIGINATOR and PHONE NO. ORGANIZATION / CONTRACTOR
Superconducting Magnet Jim Bates (281) 483-0657 Alpha Magnetic Spectrometer (AMS)
Mission Manager/NASA/SF

Type in Heading of Each Continuation Paragraph CANADIAN SPACE AGENCY TECHNICAL RESPONSE:

Definition of MSS keep-out zone in relation to the AMS experimental payload.
The following defines a “keep-out zone” for all MSS mobile equipment ( SSRMS, SPDM and MBS).

Should space-station operations require any part of the MSS hardware to enter the defined zone, then the AMS magnet shall first be
powered down to avoid any possible adverse effects, and shall only be re-powered after the zone is vacated.

Using the SO coordinate system of the ISS, and units of inches, the AMS is planned to be located as follows:

Upper Inboard Payload Attach System is at (-33.7, 854.3, -80.9)
The offset to the center of the magnetis (0 ,-13.4,-71.9)
Location of magnet center is therefore at (-33.7, 840.9, -152.8)
(The AMS magnetic field is tilted 12 degrees towards inboard.)

In relation to the above defined magnet center, the “keep out zone” is defined as follows:

X-axis (ram-wake direction): plus or minus 152 inches
Y-axis (along the truss): plus or minus 170 inches
Z-axis (earth-space direction): plus or minus 121 inches

Supporting Rationale

Since the MSS design requirement included no magnetic design requirements or related test requirements, then in the absence of any
detailed knowledge of the equipment’s sensitivity in this regard, it has to be assumed that fields much stronger than the Earth’s normal
magnetic field might have an adverse effect. Common sense dictates that levels up to approximately ten times the Earth’s normal field are
of no concern, since these are relatively low levels. Thus the “keep out zone” is based on a 6G (six Gauss) magnetic field strength level.

Rationale: (Continued)

The issue regarding interference between the AMS magnetic field and the ETVCG video camera has been resolved via an operational
work around. The resolution was presented to the Chief Engineer's Review out of board on October 11, 2001. The text of this message is
included below: (A diagram of the camera locations is available in the TIA folder)

The issue "AMS magnetic field interference with truss mounted equipment" is scheduled for the CER tomorrow, 10/11/01. However, new
information on this issue indicates that this problem has been solved operationally by MOD.

The truss mounted equipment of concern are the external cameras and Wireless Video System (WVS). A camera or WVS equipment
located at the camera port nearest to AMS (Camera Port 2) would be subjected to an 80 Gauss DC magnetic field when AMS is operating.
The current MOD plan for use of the external camera ports excludes use of Camera Port 2 due to proximity to AMS (see attached
diagram). PICB action items 1111, 1112, and 1113 pertaining to the assessment of implementation and long term use plan for camera port
utilization were closed on 9/27/01. Neldon Costin / D014 (originator of the diagram below) confirmed that this plan will be documented in
the operations baseline for each flight and that Camera Port 2 is not planned to be used. The operations baseline will require approval of
the program office and the flight director.

Camera Port 2 is the only camera port within the area exposed to 6 Gauss or greater from the AMS magnetic field. No camera or WVS
External Transciever Assemblies (WETA) are planned to be placed in this port. Camera Port 1 is nearby on S3, however it outside the 6

Gauss area.

This issue appears to be resolved by operational plans.

A7-18



JSC 49978

ISS Electromagnetic Effects Panel
Tailoring/Interpretation Agreement

SUBMITTAL DATE AGREEMENT NO. REV. FLIGHT #(s)
8/22/00 EMEP TIA #0310 h UF-4 + 3 years PAGE 2 of 3
SYSTEM ORIGINATOR and PHONE NO. ORGANIZATION / CONTRACTOR
Superconducting Magnet Jim Bates (281) 483-0657 Alpha Magnetic Spectrometer (AMS)
Mission Manager/NASA/SF

TECHNICAL CONCURRENCE PAGE*

MEMBERS
NAME DATE ORGANIZATION

Space Station Hardware Integration Office, KSC

Payloads Office, ISSP

Engineering Directorate, JSC

Safety and Mission Assurance/Program Risk Office, ISSP

Independent Assessment Office, ISSP

NASA Frequency Management Office

Boeing —Houston

Boeing Development Site (s)

AD HOC MEMBERS

Space Shuttle Program

Operations Office, ISSP

Subsystem or Tech. Discipline Area Requirement Owner, NASA ISSP

Subsystem or Tech. Discipline Area Requirement Owner, Boeing ISSP

Manager, ISSP Element

Launch Package/Stage Manager

Mission Operations Directorate, JSC

International Partner Representative(s)
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Attachment 4 — Cryomagnet Power Circuitry
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Magnet Charging Circuit
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Power Availability for Charging the
Cryomagnet.

Only the “A” bus is capable of
charging the Cryomagnet, the “B”
bus is isolated from the magnet
charging circuit. An EVA
accessible panel allows the crew to
exchange cables to cross strap the
bus “A” and bus “B” inputs to the
other circuits within the AMS-02.
This exchange does not result in bus
“A” and bus “B” being
interconnected.

Within the Shuttle only the T-0 line
supplies power to bus “A” and is
capable of charging the
Cryomagnet. During this time the
AMS-02 systems will be monitored
for any unplanned charging activity.
There is no planned charging of the
AMS-02 Cryomagnet while in the
Orbiter Payload Bay.

Default SSRMS Power is applied
through connector P9.
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Attachment 5 — Quench Generation of Induced Currents

From: Steve Milward [mailto:stevemilward@spacecryo.co.uk]
Sent: Monday, April 05, 2004 11:01 AM

To: Martin, Trent

Cc: S M Harrison

Subject: Quench Pulse effects on ISS systems
Trent,
Further to our 'phone conversation earlier here are some thoughts:

During a quench the field decays with a time constant of 2 to 4 seconds.
The voltage induced in any circuit will be proportional to the rate of
change of flux through it and I suspect that for most circuits this will
be small as the systems you are thinking of are in fields of 30 gauss or
less. For example 30 gauss is 3 mT and a circuit 1 m in diameter
perpendicular to the field has a flux of the order 3 mWb. If the field
collapses in 1 second then the single turn voltage induced is 3 mV which

sounds small to me.
I hope this helps.

Regards, Steve.

KRR AR R AR A AR A A A A A A A AR A AR A AR A AR A AR A AR A AR A A A A A AA A A AR A AR A AR A AR A AR A AR A AR A XA KK

The information contained in this message is confidential and is
intended for the addressee only. If you have received this message in
error or there are any problems please notify the originator
immediately. The unauthorised use, disclosure, copying or alteration of

8L66Y OSI
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this message is strictly forbidden. Space Cryomagnetics Ltd. will not be
liable for direct, special, indirect or consequential damages arising
from alteration of the contents of this message by a third party or as a

result of any virus being passed on.

Space Cryomagnetics Ltd. Company No. 3950388. Registered in England and
Wales at registered office: Building El1, Culham Science Centre, Culham,
Abingdon, Oxfordshire 0X14 3DB England. Tel: +44 (0)1865 409200. Fax:
+44 (0)1865 409222. http://www.spacecryo.com/
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Magnet Current Control and TM, Summary for Safety

04/01/200705/06/200622/05/2006 |

CAB design has included three protection barriers in series in order to not permit an actual current of the magnet higher than 459A.
These are the protection barriers:

e SW protection (digital value)
FPGA protection (digital value)
e Control electronics protection circuitry

The first SW protection prevent from any error of the operator command. In nominal case and typical conditions, it should be enough
to guarantee that the maximum current of 459A is not exceeded at magnet level-455-33A-(SW-Himit)+3-5A-due-to-the-control
electronics-and-protection-error- i WCA. Final SW limit value to be decided after testing. This barrier avoids continuous operation of
the HW protection of the third barrier.

The second protection is used at FPGA (Field Programmable Gate Array) level. This protection barrier should work in case of a
failure at CPU H/W or S/W level. The FPGA protection limit is 457A459A. This second barrier avoids also the continuous operation of
the third barrier in case of internal failure of the active CPU.

The third protection is implemented in a majority voting configuration (three conditioning circuits of the control circuitry). The nominal
value of this third protection is 455.5A. In case of failure, and in WCA up, the current limit of the third protection will be depending on
the protection circuitry error (£1.5A) and the control electronics error (£2A). This represents an inaccuracy of £3.5A for the third
protection barrier, then 455.5A + 3.5A = 459A Max.

8L66Y OSI



Performance Table of the Magnet Current Control

In the table below, the performances of the magnet current control have been adjusted to assure that the current passing through the
magnet must never exceed the absolute maximum value of 459A, still in failure mode.

LC-L'V

Performances Table of the Magnet Current Control
Parameter Required by CCS Performances in | Failure
Technical Spec WCA Mode
Normal output current control range 20A to 457.33A N/A
inWCAup T
Normal output current control range (20A to 0.992 Imax) 20A to 455.33A N/A
In Nominal Case (*1)
20A to 455.33A
Normal output current control range 20A to 452A N/A
in WCA down | (*3)
Magnet Current Accuracy < +0.5% < 10.5% N/A
(*2) (*2)
¢ Long term output current repeatability Electronics & Current
e Output current measurement Shunt Errors
Max Current permitted in WCA, drift and 459A 457.33A 459A
trip circuit failures
Imax
SW protection digital value 455.33A
(1)
FPGA protection digital value 457A459A
Control Electronics protection value 459A Max
(This includes errors of the control and 455.5A Typical
protection circuitries) 452A Min
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(*1) Note that the upper value of the normal output current control range corresponds to 455.33A. This value is derived
from the setting values permitted at SW level. Now, 455.33A is the SW protection digital value (upper limit
corresponding to the maximum setting value permitted, in nominal case)

(*2) The error of £0.5% required in the CCS technical specification includes the accuracy of the electronics and the
current shunt.

(*3) See an explanation in paragraph below.

The performances are:

. (20A to 455.33A) in typical case
. (20A to 457.33A) in WCA maxT
. (20A to 452A) in WCA minl

455.33A is the upper limit corresponding with the maximum setting value permitted at SW level, in typical case.
457.33A is the maximum current value, which should be controlled regarding a Worst Case Analysis going up.
452A is the minimum current value, which should be controlled regarding a Worst Case Analysis going down.

The conclusion is that regarding the present baseline, if the operator sends a setting value of 455.33A, the magnet will
be charged at 455.33A typically, 457.33A max in WCA up, and 452A min in WCA down, or any other value between
them. Nevertheless, the current TM will acquire the actual current of the magnet with accuracy better than +2A.

The maximum error of current control electronics is also £2A. However, at this value of current of 455.33A, it is
necessary to take into account in WCA both contributions, the control electronics and protection circuitry. This is the
reason why the minimum value of magnet could get 452A instead of 453.33A in WCA min (due to the clamping of the
protection circuitry added to the control electronics error)

For example, if the operator sends a setting value of 454A, the magnet will be charged at 454A typically, 456A in WCA
up and 452A in WCA down, then guaranteeing accuracy better than +2A.

8L66Y OSI



6CL'V

PDS

120V output

_I_
120V input

!

Primary
GND

J_E!onding strap

Primary
GND

Principle Grounding Path for AMS-02 is through PDS system

Bonding
screw

-—Secondary ground plan

I 15V internal
power supply —

% ‘ | ? 28V output

=7
Single point Secondary

GND (on mother board)

8L66Y OSI



0¢-L'V

FAULT
€ BOND

ALPHA MAGNETIC SPECTROMETER (AMS-02)
SFHe TANK BAROMETRIC
VALVE SWITCH
POWER DISTRIBUTION AMSW AMSW JHIF
FAULT VACUUM FAULT CONTROL FAULT
SYSTEM (PDS) 50N PUMP [#gon0 ELECTRONICS [ 5080 ‘5T543 é?gg Reazz
FAULT
BOND AL 201 — J1t —Jl — 5 —J — TXDA ) TXCA  —— RXDA RXCA . TXDB  — TXCB — RXDB — RXCB
P01 PIoT Pl P2 = PTXDA PTXCA PRXDA PRXCA L PTX0B [ c c
00| 00| (0|
I~ ~| ~|
P0\|7ver
W1 W8 9 Wio Wi w3
$SE639136099-301 SEG39136100-301 SEG39136101-301 SE639136102-301 SEG39136103-301 SEG39136104-301
Ground Return
(UNUSED SERVICES)
FAULT AMS-02
BOND AL 86— I3 — U2 Jl 8 5 a1 . . L
3 P3 P2 Pl P8 P9 P17 e k Tpa | /F PNL A
SDD39136117-001
46PTTHI90
PAYLOAD
FAULT
[} BoND ] Jioo PDA
€7 l oo ROEU I/F
FAULT
aom)"’_’ 46PTTHI30 == ? ODA
ORBITER ROEU 1/F PNL
FAULT 9 81P109
BOND =
46PTTHA24 P FAULT svoe P, FAULT KU-BAND
DISCRETE
o $SP1 BOKD. BOND.
o s3lp2103 p2210 ausT MDM PF I
= 28V0C ;::Z
124v0¢ 38PTINTI I o
1o
J6[P6 P600[J6 ﬁmlo {F——oca
APCUL ] [] APCU2 -
3801305 i H
P803 : 'Eﬁlm
8us2a [|
silpsor  paarifsi BUS A
PAYLOAD J5|
g;:;w aus2e [| PDIPI
MCPA PNL RIAI oull 1.38P5 maam
{0645 STBD —4EP1035 P LT 384
° 4011036
46PTTH256 B
40p95 ausa [
W
PIL PRI PHR PIL PRI PWR It
8Us28 |
MAIN DC PWR JI103  J105
DISTRIBUTION oul2 \-EPIOJ j—‘PIDS
ASSY NO. 3
40VT6A33
ORBITER SEG39136112-301
é 50258¢ T T-0 UMBILICAL

KSC
GSE

AMS-02 GROUNDING PATH WHILE ON THE PAD

8L66Y OSI



Ie-L'V

FAULT
?BOND

ALPHA MAGNETIC SPECTROMETER (AMS-02)
SFHe TANK BAROMETRIC
VALVE SWITCH
POWER DISTRIBUTION AMSW AMSW JHIF
SYSTEM (PDS) FAULT VACUUM FAULT CONTROL FAULT
#5010 PuMP [P0 ELECTRONICS [ 30K [RER 1353 RS422
Power
[ FAULT
BOND AL J201 — Jot — Jl — 2 — 3 — TXDA  — TXCA . RXDA RXCA — TX0B — TXCB — RXDB — RXCB
p201 PT01 Pl P2 o PTXDA PTICA PRIDA PRICA 9 PTI0B | c
sl 0| (O]
= <_ = = =
Ground Return
W w8 s Wio Wi W3
SEG39136099-301 SEG39136100-301 SEG39136101-301 SEG39136102-301 SE639136103-301 SEG39136104-301
(UNUSED SERVICES)
FALLT AMS-02
‘BN AL 96— 33— u2 I} 8 i a s ! )
3 P3 P2 Pl ] P9 P e t Tpa | /F PNL A
$0D39136117-001
46PTTWIS0
PAYLOAD
FAULT
4 BOND A ] Ji00 PDA
f J+16 ROEU I/F
FAULT
Bom)"_y 46PTTHI 30 é 0DA
SUCTLL ROEU 1/F PNL
FAULT 3872208 8Py
0 18— i
46PTTWA24 P, FAULT 28V0C P, FAULT KU-BAND
N DISCRETE it
AT ssei s ssp2 o g0
s3fp2103 p2210[J10 [ ks MDM PF |
28vc [
38PTTWT1 1
— 0
p2210
3001305
3891301 3891305
?803 ?
5 8us2A [|
807 Po4l1[J BUS A
PAYLOAD 3]
o 8Us28 [
MCPA PNL RIAI oull
Xo645 STBD —iePl03s R
° 4011036
46PT7H256 y
40P95 8us2a [|
W
P/L PRI PWR P/L PRI PWR J5|
8Us28 [|
MAIN DC PWR [ J105
DISTRIBUTION oule2
ASSY NO. 3
40VT6A33
ORBITER SEG39136111-301
\ 28vDC
50058 ) 5014 o |0 UMBILICAL

SEG39136115-801

AMS-02 GROUNDING PATH WHILE ON THE ORBITER DURING FLIGHT PHASE

CONVERTER

[] 10 20vDC [[}——ORBITER

28VDC

8L66Y OSI



(4574

POWER AND VIDEO POWER DISTRIBUTION
SYSTEM (PDS)
GRAPPLE FIXTURE
(PVGF)
CH A CH B CH A CH B P2 FAULT CH B CH A P2 FAULT
(PRIME)  (REDUNDANT)  (PRIME)  (REDUNDANT) BOND POWER POWER BOND
VIDEO/DATA  VIDEG/DATA POWER POWER FROM PVGF FROM PVGF
FAULT FAULT FAULT FAULT
T 2 BONDAL_ U3 BONDA&L Jd BOKD 4L J200 BOND 4L, J100
p - ) ?200 PI00
ower
— ~ W6 Wiz
Grolmd Return SEG39136120-301 SEG39136098-301
B/U POWER BUS (EO)
(UNUSED SERVICE)
SSRMS POWER BUS 182 (£0) frg C,—.Pm
(UNUSED SERVICE) — 5 2
et Lo EXTERNAL BERTHING
SSRMS POWER BUS 182 (EO) CH B B/U PAYLOAD POWER BUS 182 (EO)
(UNUSED SERVICE) M O_£‘ CUE SYSTEM (EBCS)

MSS LOCAL BUS B (RF) CH A PRINE PAYLOAD POWER BUS 182 (£0) ~ P8 |J8

NSS LOCAL BUS A (RF)

8 Q
8 Q
DC-DC CONVERTER DC-DC CONVERTER
600 1553 8US (R 8 ELECTRONICS B & ELECTRONICS A
(180 /)
CAMERA B CAMERA A
VIDEO COMPOSITE SYNC 2 (RF)
50 Q)
VIDEO COMPOSITE SYNC | (RF) VIDEO CHANNEL 3 (RF) P rwﬂ
50 0 U
ve | P FAULT
BOND
VIDEQ CHANNEL 2 (RF) &= )
W
ps |15
VIDEO CHANNEL | (RF) A
W

PVGF CABLE ASSEMBLY
ALTERED ITEM
SEG39136093-301

AMS-02 GROUNDING PATH WHILE ON THE ISS SSRMS

8L66Y OSI



€e-L'Y

ALPHA MAGNETIC SPECTROMETER (AMS-02)
EXTERNAL BERTHING POWER DISTRIBUTION
CUE SYSTEM (EBCS) SYSTEM (PDS)
B/U HEATER PRIME HEATER P FAULT CH A Ch B PR FAULT i P
PWR BOND POWER POWER BOND Fo
FROM AMS-02 FROM AMS-02 FROM PVGF FROM PVGF
FAULT FAULT
BONDA L J100 BONDA L, J200 — 8 —1 — FONTA FOUR — EVAA ) EVA-B
:IJDP'“ 200 == IEIT) 23 PFOMTA PFOMRB. PEVA-A PEVA-B
W3 w2 w2 Wi6 W4 w5 wi4 Wis
SEG39136084-303 SE639136084-301  SEG39136098-301 SEG39136120-301  SEG39136097-301 SE639136097-303 $EG39136096-301 SEG39136096-303
o oz
pai L EVA CONNECTOR PANEL
I} SEG39136085-301
PI32 [ 1132 <L <P
1
)
o e o 103
POWer e S 47 P03
\ /
| N /
N ’
\ ’
N
- =~ (T = S
$E639136095-303 \
AN
Ground Return PAN
7z \
/ N -
/ \ s
[
E
KU BAND

FAULT 4,_&;‘“

BOND

BUS A
RPCM 11

““Lu‘_\in_v‘oc

BOND

BUS B
RPCM 1|

1553
PAYLOAD
BU

S A,B

ACOP

EXPRESS RACK

AMS-02 GROUNDING INTERFACE WHILE INSTALLED ON ISS PAS LOCATION

8L66Y OSI



JSC 49978

NOINNNYL
¥3addn
—_— e e————e—— —— e—— — —— — — — —— — -

ldvd
aviiola
[Siele]

Qdvod 43HLOW

So2 aNoV~ 00 3INAOW €SO SO0

NI @3NIOr ATNO

NOILY10SI

l—lozoo\omoo _|||||‘<||“|
2 | Luvd \\A + I
_ _ _ aviioia ‘_‘
| - .
| Q¥vOd ¥3HLOW _ ¥ 0800 A9 ‘_ 0800 u ﬁ\.
_ TOYLNOD e N"OSO0 NG+ ‘_. ||||||| —
| |
IIIIIIIIII - AaN9Y $00 _ _ o

H - 1
|||||||||| Lavd |
" _ ¥S00 ASHF \r!’ O0TYNY |
I aNo9s00 N'S00AGIE |y * I
_ | __ _

aNnea soo

_ T
|
! 4800 NG+ I

re09™ L I
" N SO0 AS+ |'T
_ -_—
_ 3TNAON JLNL/TYLD SOO
|
|
|
|
|
|
|
|

ﬂzE\ENr

_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
_
!

A¥d A0ZL

|
|
|
By |
Hlmzwn_ SO0 |
| ] NLY A¥d AGL+ (9)
. — » |
U SO0 ASIF " SO0 AGH » + —— '
NSO ASLF ‘N SO0 AG+ > H3AvE | Add AL+ (9)
e s | .
UM 001 NL¥ 0387800 _
|
< PARS
1INOVI » <>
> <>
|
|

IINAON SO S22

S3TNAON SJ2

WV¥9VIA NOILNFIYLSIA YIMOd ® ONIANOd ‘ONIANNO¥D 9vI

A.7-34



JSC 49978

sasnjels aAleA Buiyole wiepn _

dSO Juepunpay g [eUlON

<— ¥ 0S00 NG+
<— N OSD0 NG+
ANOa dsO

¥ dSO A+
N"dSO AG+
QLWL dSO

(sJosuas ainjesadws} 9
9 siosuas abeyjon g1)
S¥0.10313a

av31INISEND

4 dSOAGH
NTdSO NG+
AN dSO

Y dSOAG9LE
NdSOTAG9LF

TR

] > nosoons:

sd"won |

NLY WL AZh
o WL AZLF
NLY S WL AG ~

o WL AGH

AaNOa 0800

oA
— N LA

—— eASIFX0389 -

L—— 2ZAG1F X035 9

> 470S00 NG+

> NOS00AG+ NLd 0820 a3y

$10SUSS X0UI8)
7 luepunpay

-
L R

N WLd AZLF

NLY N WLdAS
N WL AS+

aN9a 0590
— ¥ 0S00 AG+
—® N OS00 NG+

WLd 9S29 WON

$JOSUaS XOuJe)

l—‘ [eulwoN

u7avO ABZ+

NLY ¥ 8v0 A8
NLY Y WId AZh

LAGLFX 038 9
AD7130 dSO
o dSO NG+
NTdSO AG+
X QN9 dSO
N ¥ dSO AG9LF
(s1102 g1) _ N"dSOTAS9LF

$¥010313a <,

LINOVIN NLA A
Y Nt
130 9V dSO — NEA

L eAsl¥x03S 9

L zasi#x03s9

LASLF X038 9 M

— AD”130 dSO

(S371NAOIN OSI A8Z 8 dSD ‘Sd ‘0S929)

o NLd AZLF ¢

NLI Y WL AS
TNLd G+

~ aN9a 0520 " aNov S0

p o e AcLE

H W 08007 RS+ HTSO0TASLF !
NLY ¥ 0800 ASL aN9a"$00
Y0800 ASHE 7SO0 AGH

—® NT0S00 AS+ (ndd) WLS™0s907 a3y

1 sesnjels uadQ aAeA ploD
[ | luepunpay

| a JOJo8uuU0d1s8] NdD

[ uepunpey

N"8YD A8Z+
NLY N8V ASZ

ANV1d ANNOYO AND

NLY N WLd AZL
NWLd AZLF i
NLY N WLd AS
NTWLd AG+
~ aN9Q 0890 ANOV $00
/ N"0S00 AG+ N'SO0 AGLF Py
a NLYNTOSO0 ASL ¢ aNoa s00
NS00 ASHF NS00 NG+

—* ¥70SO3 S (Nd9) WS DS WON

sasnjels uadQ aAleA PIoD

l—‘_mc_éoz

10J09UU0D 1881 NdD
[EVITIN]

NVY9VIA NOILNFIYLSIA ¥3MOd ? ONIANOE ‘ONIANNOYD 9V

A.7-35



9¢-L'V

N | | +5V_CCSC_N —# ]
NOM_PS +5V_CCSC_N a— | | +5V_CCSC_R P
Nominal I - +5V_CCSC_R <+— | | I
PS Warm Latching Valves Statuses — CCSC_DGND | |
& Pressure and Vacuum Sensors : t |
I HIPS N ) L RED_CSP_PWR_DRV I
PS_N_AGND ————» | | = = Redundant
I T +27V.PS N | | HESV.GSPR T | > Valve & Heater Driving
| | S Lines Controlled by CSP
Nominal 27V PS N RTN £ 5| ¢ 2x1vR I
Valve & HTR Driving Lines < — — - i : CSPRAGND ) | ¢
Controlled by ccsc 28V_CAB_N_RTN +5V_CSPR
+28V_CAB_N. | | b} A I
| | csP_DGND REDUNDANT
I RED_PS +5V_CCSC_R <— | | +27V.CSP.R ) ; HEATER
. Redundant - +5V_CCSC_N <— | | 3
PS Warm Latching Valves Statuses —> CCSC_DGND | ' 27V_CSP_RRTN _ O
& Pressure and Vacuum Sensors I — 415V PS R - | | //*
SRS +125V.R
1 | A
I PS_R_AGND | | 125V RRTN ' 4 | )
| | -
Redundant VPSR | | =
Valve & HTR Driving Lines /" ——— % - 27V.PS R RINZ + | Vear_R
Controlled by CCSC S ChE] RN : 4 [ : Vawr_R_RTN I
I +28V_CAB_R. h_Ps AN I
DGND
| 28V_ISO I | “ | +5V.CCSC N «— : : l
1 +5V_CCSC_R < | | NOM_CSP_PWR_DRV Nominal
I | DGND | | +16.5V_CSP_N ~) Valve & Heater Dfriing
| - | | 3 Lines Controlled py|CSP
| gi::z—'& | } CSP_N_AGND _° 2x1WVN
1A, 1B, 2A, 2B I I N g I I l
CAN BUSES | 28 gi:zz::; | ¥ csp_adnpl +5V_CSP_N ]
! ooy > ! L CSP_DGND NOMINAL
'8Kkv BARRIER LM4RED ! | - - | QUENCH
' | | w2V CSPN ] HEATER
| | 3
I | + 27V_CSP_N_RTN _°
! ! +125V.N
1 P ! v27Il/_c p_RTN o3 |
+28V_N I 3 ; |4 | GND | 12.5V_N_RTN |
- I 2evecrBNRINY &~ || ————— i e /
Vasr_N
; ’ NOM BAT
—q — v _N_RTN l
3 CHARGER [28v_cAB_N_RT /
]
| sg—u— / vvwml___________l
AN_N
® ANR | NOM BAT |
BMS
“ 6V CAB R Nom BatterNharger IIF 1 L= ] Nom Battery Voltage
+
T I
+28V_R
- I \ 8V_CAB_R_RTN Nom Bat Digital & Analog CTRL & TM
> |
| < E 4
p! 28V_CAB_R_RTN RED BAT
3 | \
3 >t / 1 BMS
I RED BAT Red Battery Charger I/F \ L= 1 Red Battery Voltage
CHARGER \
I 8KV BARRIER Red Bat Digital & Analog CTRL & TM

e T

Close to PTM Module

CAB GROUNDING AND BONDING DIAGRAMS

8L66Y OSI



